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Professional Dynamic Microphone

Specifications:Specifications:
Element: Dynamic Moving coil 

Polar Pattern Uni-directional 

Frequency: 50Hz ~18,000 Hz 

Sensitivity: -72 dB ± 3dB (0 dB= 1V/ microbar) 

Impedance: 250   ± 30% (at 1,000Hz) 

Switch: Silent on/off

Material: Zinc die-cast 

Dimensions:    52 x 177.5 mm 

Frequency Response Graph:Frequency Response Graph:

Element  : Dynamic Moving Coil

Polar Pattern  : Cardioid

Frequency Range : 60 Hz ~ 16,000 Hz

Sensitivity  : -75 dB ± 3 dB (0 dB = 1V µbar @ 1 KHz)

Impedance  : 500   ± 30% (@ 1,000Hz)

Connector  : XLR (male)  

Dimensions  :    54 x 176mm

Specifications:Specifications:

Frequency Response Graph:Frequency Response Graph: Polar Pattern:Polar Pattern:

Accessories:Accessories:

6403
   6.3 nickel-plated plug

and cannon XLRF

6003
Holder

Accessories:Accessories:

6403
   6.3 nickel-plated plug

and cannon XLRF

6003
Holder

IVA 1008
Karaoke and General Purpose MicrophoneKaraoke and General Purpose Microphone

IVA 1900
Stage MicrophoneStage Microphone

A microphone must meet with today's demanding technical standards and provide great 
consistency and efficiency for a variety of applications. Whether for vocals, speech, karaoke, 
instruments, live performance, conference or recording, with our IVA microphones range you will be 
able to find the right one for your application. IVA Microphones always deliver consistent audio 
reproduction in any application setting. Furthermore IVA microphones are affordable.

EXCEPTIONAL PERFORMANCE FOR ANY PERFORMER 
IVA Handheld Dynamic Microphones are designed for wide variety of vocal and sound reinforcement applications 
including: conference, public address, studio, karaoke, broadcast, video and others. IVA microphones design and 
construction provide the high level of quality needed to endure the rigors of day-to-day usage.


