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WP Long Throw WP-1212LT is a non-commercialize and custom made speaker model from IVA.
This weatherproof loudspeaker is aim to fulfil demand of project or venue that require a long throw
outdoor loudspeaker system that able to withstand the harsh sunshine and tropical monsoon season
in Malaysia. WP-1212LT loudspeakeris.custom made with anti-corrosion, anti-riot sun and waterproof
coating paint for pretection from the sun and rain. The screws, aviation plug connectors and woofer
are made by waterproof material. A steel plate inside the cabinet itself provide extra safety protection
for outdoor msfollahgn.ﬁh‘ioudspeoker iIs based on "order to manufacture" basis and the lead
time will take about 90 days for production schedule and delivery.




WEATHERPROOF CAPABILITY
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BEST COMPATIBLE SYSTEM

HM1461FX

DPM4.13MK2

WP SERIES WP SERIES



SPECIFICATIONS

System Type

Woofer

Tweeter

Frequency Response
Dispersion

Handling Power

Peak Power
Impedance

Sensitivity

Maximum SPL
Rotatable Horn
Suspension

Type of Wood
Dimension (W x D x H)
Weight

Packaging Dimensions (W x D x H)
Packaging Weight

Model WP-1212LT

2 way 2 x 12" Fullrange
2x12"

3" Voice Coil

80 Hz to 20 kHz

60° x 40° (H x V)
600 Watt RMS

1200 Watt

4 Ohm

103 dB

134 dB

No

Available

15mm birch plywood
485 x 486 x 745 mm
35 kg

TBA

TBA



