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IVA Phantom CM2U is the ultimate all-in-one USB condenser microphone 
that are ideal for the live streamers, podcasters, gamers, content creators 
and regular virtual meeting users. The 96 kHz sampling rate enable high 
quality recording, crispy audio and abundance of signal information for 
post-production.
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CM2U come with alluring gradient of RBG light. The smooth changes 
of colour are calm and seamless. Gamers may find this microphone 
to be the perfect match for the gaming room interior. For more serious 
users, there is an option to turn the light off.
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Sound quality matter the most. Period. 96 kHz sampling rate 24 bit provides 
high quality sound quality. The 14mm mic capsule is hanged on a shock 
mount, thus eliminating majority of the vibration noise. This enable CM2U 
to deliver one of the best audio performance in its class.
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The class compliant audio driver enable CM2U to be setup as easy as plug 
and play. This enable wide compatibility with various system such as 
Window, Mac, PS4, PS5, Android, iOS and major streaming software such 
as OBS Studio, Streamlabs OBS and XSplit.



The touch based MUTE function enable noiseless muting which 
enable a seamless audio operation. Unlike conventional physical 
MUTE button, it will not produce any mechanical noise thus the 
sensitive condenser electret microphone will not capture the 
noise.
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• Gradient RGB light with dynamic effects

• Touch/Hold to turn off RGB effects

• Noiseless Touch to Mute

• Microphone Gain Control

• Headphone Volume Control

• Effortless Plug & Play with Class Compliant Audio Driver



Phantom CM2U come with cardioid polar pattern. This means it 
focus to pickup the sound from the front while reducing the pickup 
from the rear. This ensure the cleaner sound that focus on your 
voice while reducing the background noises to minimum.



We use the most basic brown box to ensure the are no chemical printing on the 
boxes regardless it is color printing or black & white printing. This brown box 
are our way of cost reduction so that all the funds were put into developing the 
microphone itself.
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Sampling Rate       96 kHz / 24 bit

Sensitivity        - 40 dB +/- 2 dB

Frequency Response     20 Hz – 20 kHz

Power Consumption     5V

Element         1 x 14 mm Electret Condenser

Polar Pattern       Cardioid 

S/N Ratio        95 dB

Max SPL         110 dB

THD+N         <1%

USB Cable        USB Type B to Type A (2 meters)

Headphone Out Impedance  2.2 kOhm


